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TECHNICAL DATA SHEET

FS185DL 
PRO Full Body Harness:
1D, Dorsal Link, MB Chest,
TB Legs

Features and Benefits

Fall Arrest Attachment Point(s)

Item Weight

User Weight Capacity

Standards Compliant With

Sizes

Corosive resistant, steel-plated Dorsal D-ring
Dorsal SRL Link for easy attachment
Friction buckle torso adjusters
Mating buckle chest
Tongue buckle legs
Comfort Shoulder pad 

1 dorsal D-ring

3.7 lbs (1.68 kg)

ANSI 130-310 lbs (140.61 kg)
OSHA 130-420 lbs (190.5 kg)

ANSI A10.32, Z359.11-14
OSHA 1910.66, 1926.502

FS185DL-XS
FS185DL-S/M
FS185DL-L/XL
FS185DL-2X
FS185DL-3X

3757

Webbing Polyester 5,000 lb. min static strength

D-ring(s) Plated Alloy Steel 5,000 lb. min static strength

Sternal/Front D-ring None 5,000 lb. min static strength

Adjuster Buckles Sheet Steel - Heat Treated 4,000 lb. min static strength

Chest Connection Sheet Steel - Heat Treated 4,000 lb. min static strength

Leg Connection Sheet Steel - Heat Treated 4,000 lb. min static strength

Dorsal SRL Link Polyester 3,600 lb. min static strength

Material Specifications:


